Mobile Units: Rir Conditioning

5.21

projects

[
Roof Top
Capacities:

13.5 kBTU, 15 kBTU
and 15 kBTU + Heat Pump
Option: Rugged (no Heat Pump)

Internal Module
Direct mount

Internal Module and Return Air Diverters
Duct mount

Roof mount model part numbers

Split (Inverter)

Capacities:

9 kBTU, 12 kBTU, 18 kBTU, 24 kBTU
all with optional Heat Pump

Internal Module
Cassette (Roof)

Images for reference only; the model, manufacturer and

Alr Cond|t|°ners integration of the equipment may be different for specific

Wall Mount
Capacities:

3TR,5TRand 58 TR

Internal Module
High Wall

Part numbers

Kit

Components
Internal Module

Ciclo Montagem Montagem s Direct
Capacity Tipo Reverso  Direta Duto Module Mount Duct Mount
Standard  N&o 56589 56590 54185
13500 BTUM o hged  Nao 50135 59137 | 59139 Rggﬁizrgs_
Sim 59133 59134 59141 55649 3 :
Standard = Electronic Module 54786
15000 BTU/h Nao 56591 56592 54186 Digital Control 53228
Rugged Né&o 59136 59138 59140

Wall mount model part numbers

Part Numbers

Capacity Voltage Left unit Right unit
208/230V single phase 56781 56780
3 TR (36000 BTU/h) 220V 3-phase 49788 49787
5 TR (60000 BTU/h) 220V 3-phase 53421 53420
5,8 TR (69600 BTU/h) 220V 3-phase 58717 58716

Contact us for split models

Note: 1 TR =12000 BTU/h
1 kW = 3412 BTU/h

Internal Diverters
Duct Mount
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